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In-Line lllumination C-Mount Telecentric Lenses

F e Fiber Optic Input for In-line llumination

Common Specifications

e |Long Working Distance
e 2/3” Max Sensor Format

General
Series: In-Line llumination C-Mount | g, ctionality: inline llumination
Telecentric Lenses
Compatible Light

Guide/Source: 1/47(0:312")

Physical & Mechanical Properties

Ferrule Diameter (inches): 0.312
Optical Properties
Maximum Image Circle 11.00 Distortion (%): <0.1
(mm):
Sensor
Maximum Sensor Format: 2/3" Pixel Size (um): 4.20

Threading & Mounting

Filter Thread: N/A Mount: C-Mount



https://www.edmundoptics.com/c/products/0/
https://www.edmundoptics.com/c/imaging-lenses/1000/
https://www.edmundoptics.com/c/telecentric-lenses/1003/

Technical Information



Products

Horizontal
Max. FOV@
PMAG Sensor Max Aperture . WD Style Stock Price Buy
(fi#) (mm) Number
Format Sensor
Format
08X 23"  110mm 101 6500 , "L ug5 789 %1,30,950 Contact Us
lllumination
1IX 23" 88mm  f115 6500  MHNe ueo 790 %1.30,950 Contact Us
lllumination
2X 23" 44mm 163 6500 . ™He  ug5 791 %1,09,350 10to 12 days
lllumination
3X  2/3"  29mm  f222 6500 . Hne s 790 %1,09,350 10to 12 days
lllumination
4X 203" 22mm  f262 6500 L€ e 793 %1,09,350 1010 12 days
lllumination
5X  2/3"  18mm 306 6500 . HNe 4o 794 %1.09,350 10to 12 days
lllumination
05X  2/3"  17.6mm 793 12000 . ™Line w50 740 21,74,600 Contact Us
lllumination
075X 2/3"  117mm  §133 12000 . "HN€  u5g g3 %1,69,650 100 12 days
lllumination
1X 23" 88mm 166 12000 . ™LNe 459 744 141,750 Contact Us
lllumination
2X  2/3"  44mm  §325 12000 . HNe 459 837 115,650 Contact Us
lllumination
3X 23" 29mm 363 12000  ™He w50 740 %1,25,550 Contact Us
lllumination
4X 23" 22mm 439 12000 LNe - pqgag %1,25,550 100 12 days
lllumination
5X  2/3"  18mm 524 12000 . "HNe 45 839 130,950 10to 12 days
lllumination
6X  2/3"  15mm 622 12000 . HNe  u5g 743 %1.30,950 1010 12 days

lllumination



https://www.edmundoptics.com/p/08x-65mm-wd-in-line-illumination-telecentric-lens/17442/
https://www.edmundoptics.com/p/1x-65mm-wd-in-line-illumination-telecentric-lens/17443/
https://www.edmundoptics.com/p/2x-65mm-wd-in-line-illumination-telecentric-lens/17444/
https://www.edmundoptics.com/p/3x-65mm-wd-in-line-illumination-telecentric-lens/17445/
https://www.edmundoptics.com/p/4x-65mm-wd-in-line-illumination-telecentric-lens/17446/
https://www.edmundoptics.com/p/5x-65mm-wd-in-line-illumination-telecentric-lens/17447/
https://www.edmundoptics.com/p/05x-120mm-wd-in-line-illumination-telecentric-lens/16413/
https://www.edmundoptics.com/p/075x-120mm-wd-in-line-illumination-telecentric-lens/16497/
https://www.edmundoptics.com/p/1x-120mm-wd-in-line-illumination-telecentric-lens/16414/
https://www.edmundoptics.com/p/2x-120mm-wd-in-line-illumination-telecentric-lens/16498/
https://www.edmundoptics.com/p/3x-120mm-wd-in-line-illumination-telecentric-lens/16415/
https://www.edmundoptics.com/p/4x-120mm-wd-in-line-illumination-telecentric-lens/16499/
https://www.edmundoptics.com/p/5x-120mm-wd-in-line-illumination-telecentric-lens/16500/
https://www.edmundoptics.com/p/6x-120mm-wd-in-line-illumination-telecentric-lens/16416/
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