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Gradient Index (GRIN) Rod Lenses

Ideal for Fiber Coupling and Laser Diode Applications
Comparable Performance to Conventional Aspherical Singlets
Multiple Sizes and Wavelength Options

GRIN Lens Grippers and Table Mounts Available

Common Specifications
Physical & Mechanical Properties

Clear Aperture (%): 90.00 Length Tolerance (%): 15

Optical Properties

Aluminosilicate Glass

Substrate: Embedded with Silver lons

Surface Quality: 40-20

Working Distance

Tolerance (mm): *0.02



https://www.edmundoptics.com/c/products/0/
https://www.edmundoptics.com/c/optics/602/
https://www.edmundoptics.com/c/optical-lenses/603/
https://www.edmundoptics.com/c/specialty-lenses/654/
https://www.edmundoptics.in/f/GRIN-Lens-Grippers-and-Table-Mounts/40235
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Products

Dia. . Stock ,
(mm) Substrate Type Coating Number Price Buy
Aluminosilicate .
Gradient
Glass 37,560 10 to 12 days
0.35 Embedded Index  Uncoated #88-355 Qty 11+ 26,660
. . Lens
with Silver lons
Aluminosilicate Gradient
Glass %5,310 10 to 12 days
0.50 Embedded Ilr_wdex Uncoated #64-515 Qty 11+ 24,680
. . ens
with Silver lons
Aluminosilicate Gradient
Glass 5,310 10 to 12 days
1.00 Embedded Ilr_wdex Uncoated #64-517 Qty 11+ 24,680
. . ens
with Silver lons
Aluminosilicate Gradient
Glass %5,310 10 to 12 days
1.80 Embedded Ilr_wdex Uncoated #64-519 Qty 11+ 24,680
. . ens
with Silver lons
Aluminosilicate Gradient
Glass 5,310 10 to 12 days
0.50 Embedded ICdex Uncoated #64-521 Qty 11+ 24,680
. . ens
with Silver lons
Aluminosilicate .
Gradient
Glass %5,310 10 to 12 days
1.00 Embedded ICdex Uncoated #64-523 Qty 11+ 24,680
. . ens
with Silver lons
Aluminosilicate Gradient
Glass 5,310 10 to 12 days
1.00 Embedded ICdex Uncoated #64-524 Qty 11+ 24,680
. . ens
with Silver lons
Aluminosilicate .
Gradient
Glass 35,310 10 to 12 days
1.80 Embedded ICdex Uncoated #64-525 Qty 11+ 24,680
) . ens
with Silver lons
Aluminosilicate Gradient
Glass 35,310 10 to 12 days
1.80 Embedded ICdex Uncoated #64-526 Qty 11+ 24,680
. . ens
with Silver lons
Aluminosilicate .
Gradient
Glass 35,310 10 to 12 days
0.50 Embedded Ilr_fre],-;( Uncoated #64-527 Qty 11+ 24,680

with Silver lons



https://www.edmundoptics.com/p/035mm-dia-810nm-dwl-00mm-wd-uncoated-grin-lens/30613/
https://www.edmundoptics.com/p/05mm-dia-670nm-dwl-00mm-wd-uncoated-grin-lens/19227/
https://www.edmundoptics.com/p/10mm-dia-670nm-dwl-00mm-wd-uncoated-grin-lens/19229/
https://www.edmundoptics.com/p/18mm-dia-670nm-dwl-00mm-wd-uncoated-grin-lens/19231/
https://www.edmundoptics.com/p/05mm-dia-810nm-dwl-00mm-wd-uncoated-grin-lens/19233/
https://www.edmundoptics.com/p/10mm-dia-810nm-dwl-00mm-wd-uncoated-grin-lens/19235/
https://www.edmundoptics.com/p/10mm-dia-810nm-dwl-012mm-wd-uncoated-grin-lens/19236/
https://www.edmundoptics.com/p/18mm-dia-810nm-dwl-00mm-wd-uncoated-grin-lens/19237/
https://www.edmundoptics.com/p/18mm-dia-810nm-dwl-023mm-wd-uncoated-grin-lens/19238/
https://www.edmundoptics.com/p/05mm-dia-1550nm-dwl-00mm-wd-uncoated-grin-lens/19239/

Aluminosilicate

Gradient
Glass 35,310 10 to 12 days
1.00 Embedded Iledex Uncoated 0.90 0.53 #64-529 Qty 11+ 24,680
o ens
with Silver lons
Aluminosilicate Gradient
Glass 5,310 10 to 12 days
1.80 Embedded ICdex Uncoated 1.71 0.51 #64-531 Qty 11+ 24,680
L ens
with Silver lons
Aluminosilicate .
Glass  cradient  BBAR 26,300 10 to 12 days
0.50 Index (450- 045 0.54 #64-533
Embedded Qty 11+ 35,490
o Lens 700nm)
with Silver lons
Aluminosilicate .
Gradient BBAR
100 _ Glass Index  (450- 088 054 #64-535 36,300 1010 12 days
Embedded Qty 11+35,490
s Lens 700nm)
with Silver lons
Aluminosilicate .
Glass ~ Cradient  BBAR 26,300 10 t0 12 days
1.80 Index (450- 167 0.52 #64-537
Embedded Qty 11+35,490
o Lens 700nm)
with Silver lons
Aluminosilicate .
Gradient BBAR
180 _ Class Index  (450- 169 052 #64-538 36,300 1010 12 days
Embedded Qty 11+35,490
s Lens 700nm)
with Silver lons
Aluminosilicate .
Glass  Cradient BBAR 26,300 10to 12 days
0.50 Index (800- 0.45 0.53 #64-539
Embedded Qty 11+35,490
I Lens  1000nm)
with Silver lons
Aluminosilicate .
Gradient BBAR
1.00 Em%'ajz 4, Index  (800- 089 054 #64-541 o f?fgg 490 1010 12 days
=mbedde Lens  1000nm) y ’
with Silver lons
Aluminosilicate .
Gradient BBAR
180 _ Class ndex  (800- 168 052 #64-543 36,300 1010 12 days
Embedded Qty 11+35,490
e Lens  1000nm)
with Silver lons
Aluminosilicate .
Glass ~ Cradient BBAR 26,300 10to 12 days
1.80 Embedded Index (800- 1.70 0.51 #64-544 Qty 11+ 25.490
~mbedde Lens  1000nm) y ’
with Silver lons
Aluminosilicate .
Gradient BBAR
050 %'agz , Index (1310 046 052 #64-545 a f?f’gg 490 1010 12 days
mbeade Lens  1550nm) ty ’

with Silver lons



https://www.edmundoptics.com/p/10mm-dia-1550nm-dwl-00mm-wd-uncoated-grin-lens/19241/
https://www.edmundoptics.com/p/18mm-dia-1550nm-dwl-00mm-wd-uncoated-grin-lens/19243/
https://www.edmundoptics.com/p/05mm-dia-670nm-dwl-00mm-wd-vis-coated-grin-lens/19245/
https://www.edmundoptics.com/p/10mm-dia-670nm-dwl-00mm-wd-vis-coated-grin-lens/19247/
https://www.edmundoptics.com/p/18mm-dia-670nm-dwl-00mm-wd-vis-coated-grin-lens/19249/
https://www.edmundoptics.com/p/18mm-dia-670nm-dwl-023mm-wd-vis-coated-grin-lens/19250/
https://www.edmundoptics.com/p/05mm-dia-810nm-dwl-00mm-wd-nir-coated-grin-lens/19251/
https://www.edmundoptics.com/p/10mm-dia-810nm-dwl-00mm-wd-nir-coated-grin-lens/19253/
https://www.edmundoptics.com/p/18mm-dia-810nm-dwl-00mm-wd-nir-coated-grin-lens/19255/
https://www.edmundoptics.com/p/18mm-dia-810nm-dwl-023mm-wd-nir-coated-grin-lens/19256/
https://www.edmundoptics.com/p/05mm-dia-1550nm-dwl-00mm-wd-nir-coated-grin-lens/19257/

Aluminosilicate Gradient BBAR

Glass 6,300 10 to 12 days
1.00 Index (1310- 0.90 0.53 #64-547 ’
Embedded Lens  1550nm) Qty 11+ 35,490

with Silver lons

Aluminosilicate Gradient BBAR

Glass 6,300 10 to 12 days
1.80 Index (1310- 1.71 0.51 #64-549 ’
Embedded Lens  1550nm) Qty 11+ 35,490

with Silver lons

Aluminosilicate Gradient BBAR

Glass 6,300 10 to 12 days
1.80 Index (1310- 1.72 0.51 #64-550 ’
Embedded Lens  1550nm) Qty 11+ 35,490

with Silver lons
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https://www.edmundoptics.com/p/10mm-dia-1550nm-dwl-00mm-wd-nir-coated-grin-lens/19259/
https://www.edmundoptics.com/p/18mm-dia-1550nm-dwl-00mm-wd-nir-coated-grin-lens/19261/
https://www.edmundoptics.com/p/18mm-dia-1550nm-dwl-023mm-wd-nir-coated-grin-lens/19262/
https://www.edmundoptics.com
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