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Rhodium Coated First Surface Mirrors

Common Specifications
Physical & Mechanical Properties

Dimensional Tolerance

e Corrosion and Extreme Abrasion Resistant Rhodium Coating
¢ High Reflectivity in the VIS and IR
e |deal for Orthodontic Applications

Family ID #4091

+0.25 Bevel: Protective bevel as needed
(mm):
Optical Properties

Surface Flatness (P-V): 4 -6\ Substrate: Float Glass
Ravg >70% @ 400 - 700nm

Surface Quality: 80-50 Coating Specification: Rag >90% @ 2000 -
10,000nm

Coating: Rhodium (400-10000nm) Coating Type: Metal

Wavelength Range (nm): 400 - 10000

Environmental & Durability Factors

Coating Abrasion:

Severe, per MIL-C-675C Paragraph 3.8.4.1

Coating Adhesion:

MIL-PRF-13830B, App B Para. 4.4.6



https://www.edmundoptics.com/c/products/0/
https://www.edmundoptics.com/c/optics/602/
https://www.edmundoptics.com/c/optical-mirrors/609/
https://www.edmundoptics.com/c/flat-mirrors/658/
https://www.edmundoptics.com/c/float-glass/1461/

Technical Information



Products

Dia. Surface Dimensions Coating . Thickness Stock .
Flatness - : Coating Price Buy
(mm) (PV) (mm) Specification (mm) Number
Rag>70% @
400 -700nm  Rhodium
1250 4-6A ; Rag>90% @  (400- 200  #15-487 a 32,433 1010 12 days
ty 6+ 31,946
2000 - 10000nm)
10,000nm
Rag >70% @
400 -700nm  Rhodium
- 4-6A  125x125 Rgg>90%@  (400- 200  #15-488 Q 32,433 1010 12 days
ty 6+ 31,946
2000 - 10000nm)
10,000nm
Rag>70% @
400 -700nm  Rhodium
2500 4-6\ ; Rag>90% @  (400- 200  #15-489 a 33,367 Contact Us
ty 6+ 32,666
2000 - 10000nm)
10,000nm
Rag >70% @
400 -700nm  Rhodium
- 4-6A  250x250 Rgg>90%@  (400- 200  #15-490 Q 33,367 1010 12 days
ty 6+ 32,666
2000 - 10000nm)
10,000nm
Rag>70% @
400 -700nm  Rhodium
50.00 4 -6A - Rag>%0% @  (400- 300  #15-491 a 24,827 1010 12 days
ty 6+ 33,854
2000 - 10000nm)
10,000nm
Rag >70% @
400-700nm  Rhodium
- 4-6A  500x50.0 Rgg>90%@  (400- 300  #15-492 Q 34,827 1010 12 days
ty 6+ 33,854
2000 - 10000nm)
10,000nm
Rag>70% @
400 -700nm  Rhodium
7500 4-6A ; Rag>%0% @  (400- 300  #15-493 Q 38,641 1010 12 days
ty 6+ 36,929
2000 - 10000nm)
10,000nm
Rag >70% @
400-700nm  Rhodium
- 4-6A  T750x750 Rgg>90%@  (400- 300  #15-494 Q 38,641 1010 12 days
ty 6+ 36,929
2000 - 10000nm)

10,000nm



https://www.edmundoptics.com/p/125mm-dia-rhodium-coated-first-surface-mirror/43402/
https://www.edmundoptics.com/p/125-x-125mm-rhodium-coated-first-surface-mirror/43403/
https://www.edmundoptics.com/p/25mm-dia-rhodium-coated-first-surface-mirror/43404/
https://www.edmundoptics.com/p/25-x-25mm-rhodium-coated-first-surface-mirror/43405/
https://www.edmundoptics.com/p/50mm-dia-rhodium-coated-first-surface-mirror/43406/
https://www.edmundoptics.com/p/50-x-50mm-rhodium-coated-first-surface-mirror/43407/
https://www.edmundoptics.com/p/75mm-dia-rhodium-coated-first-surface-mirror/43408/
https://www.edmundoptics.com/p/75-x-75mm-rhodium-coated-first-surface-mirror/43409/
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