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All Products / Optics / Windows and Diffusers / Optical Diffusers
Light Diffusing Film

Diffusion of UV to NIR lllumination
Flexible Polymer Substrate
Easily Cut to Size

Glass Diffusers Also Available

Common Specifications

General

) Protective film on non-matte surface should be removed
Note:

before use

Physical & Mechanical Properties
Thickness (mm): 0.13 £0.005

Optical Properties
Coating: Uncoated }':fr“’)‘_*'e"gth Range 300 - 1100

Environmental & Durability Factors

Operating Temperature (°C): Up to Approx. +100°C



https://www.edmundoptics.com/c/products/0/
https://www.edmundoptics.com/c/optics/602/
https://www.edmundoptics.com/c/windows-diffusers/608/
https://www.edmundoptics.com/c/optical-diffusers/731/
https://www.edmundoptics.in/c/optical-diffusers/731/

Technical Information
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Products

Dia. Dimensions

Thickness

Stock

(mm) (mm) (mm) Number Price Buy
12.50 - 0.13 #27-086 ay ﬂ +1 231027 10 to 12 days
25.00 - 0.13 #27-089 ay f} fg%m . 10 to 12 days
50.00 - 0.13 #27-092 ay f] f;iz&‘ 10to 12 days
75.00 - 0.13 #27-095 ay f} f§$,375 10 to 12 days
- 12.5x12.5 0.13 #27-102 Qtyﬂfgz,ow 10 to 12 days
- 25 x25 0.13 #27-103 Qtyﬂfg?,zm 10to 12 days
- 50 x 50 0.13 #27-108 ay f] f;i284 10 to 12 days
- 75x75 0.13 #27-110 ay f} fgf,:’,?s 10to 12 days
- 100 x 100 0.13 #17-683 ay f] fgf%? 10 to 12 days
- 150 x 150 0.13 #20-219 ay ﬁfg,mz 10to 12 days
- 200 x 200 0.13 #20-220 ay ﬁfgg,om 10 to 12 days
- 250 x 250 0.13 #20-247 ay ?13?21,474 10to 12 days
- 300 x 300 0.13 #17-682 35,721 10 to 12 days

Qty 11+ 35,135
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https://www.edmundoptics.com/p/125mm-diameter-light-diffusing-film/52177/
https://www.edmundoptics.com/p/25mm-diameter-light-diffusing-film/52178/
https://www.edmundoptics.com/p/50mm-diameter-light-diffusing-film/52179/
https://www.edmundoptics.com/p/75mm-diameter-light-diffusing-film/52180/
https://www.edmundoptics.com/p/125-x-125mm-light-diffusing-film/52181/
https://www.edmundoptics.com/p/25-x-25mm-light-diffusing-film/52182/
https://www.edmundoptics.com/p/50-x-50mm-light-diffusing-film/52183/
https://www.edmundoptics.com/p/75-x-75mm-light-diffusing-film/52184/
https://www.edmundoptics.com/p/100-x-100mm-light-diffusing-film/45304/
https://www.edmundoptics.com/p/150-x-150mm-light-diffusing-film/47382/
https://www.edmundoptics.com/p/200-x-200mm-light-diffusing-film/47383/
https://www.edmundoptics.com/p/250-x-250mm-light-diffusing-film/47384/
https://www.edmundoptics.com/p/300-x-300mm-light-diffusing-film/45303/
https://www.edmundoptics.com
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