Edmund Family ID #4422

optics worldwide

All Products / Optics / Fiber Optics

High Extinction Ratio Polarization Maintaining Fiber Optic
Patchcords

e FC/PC, FC/APC, or Hybrid Terminated Connectors
e Patchcords for Wavelengths from 970 — 1625nm
e Extinction Ratios up to 33 dB
e |deal for Use with 980, 1064, 1310, and 1550nm IR Lasers
Common Specifications
General
Slow Axis Alignment: Aligned to Connector Key

Physical & Mechanical Properties

Length (m): 1+0.1/-0.0

@3 mm Blue PVC

Jacket Material: Furcation Tubing

Key Width: 2mm Narrow Key

Optical Properties

30dB (Min)

Extinction Ratio: 33dB (Typ.)

Environmental & Durability Factors

Operating Temperature (°C): 0to 70

Storage Temperature (°C): -45 to 85



https://www.edmundoptics.com/c/products/0/
https://www.edmundoptics.com/c/optics/602/
https://www.edmundoptics.com/c/fiber-optics/623/

Technical Information



Products

Mode
Wavelength  Field Length Stock .
Range (nm) Diameter NA  Connector Number Price Buy
(nm)
1014 217,983 10 to 12 days
1440-1625 04um@ 0.125 FC/PC #2598 ’ y
Qty 5+ 216,193
1550nm
9.3+ 220,397 10 o 12 days
1270-1625 05um@ 0.12  FC/PC #25.989 ’
Qty 5+ 218,373
1300nm
6.6 220,007 10 o 12 days
970-1550 05um@ 012  FCIPC #25-990 ’
Qty 5+ 217,983
980nm
970-1550 0 g o 012  FCIPC #25-991 321,564 1010 12 days
; SUm@ 0. HE99L Qty 5+ %19,385
980nm
1014 219,229 10 to 12 days
1440-1625 04um@ 0.125 FCI/APC #2599 : y
Qty 5+ 217,283
1550nm
9.3+ 221,020 10 o 12 days
1270-1625 05um@ 0.2 FCIAPC #25.993 ’
Qty 5+ 218,918
1300nm
6.6+ 220,630 10 0 12 days
970-1550 05um@ 012 FC/APC #25.994 ’
Qty 5+ 218,606
980nm
6.6+ 222,109 10 t0 12 days
970-1550 05um@ 012 FC/APC #2595 ’
Qty 5+ 219,930
980nm
1440 - 1625 0140':“* o425 FCIPCIo 405006 218,840 10 to 12 days
- 4m @ 0. FC/APC H2o-990 Qty 5+ 216,971
1550nm
12701625 0 g'?ni@ o1y FCPClo 425007 220,708 10 to 12 days
oH : FC/APC Qty 5+ 318,606
1300nm
N 425008 220,319 10 to 12 days
Sum@ 0. FCIAPC #25-998 Qty 5+ 218,295
980nm
6701550 O g'?:@ o1y FCPClo 425008 321,876 10 to 12 days
iy : FCIAPC #25-999 Qty 5+ 219,696

980nm



https://www.edmundoptics.com/p/polarization-maintaining-high-er-patchcord-fcpc-012na-1440-1625nm-1m/51570/
https://www.edmundoptics.com/p/polarization-maintaining-high-er-patchcord-fcpc-012na-1270-1625nm-1m/51571/
https://www.edmundoptics.com/p/polarization-maintaining-high-er-patchcord-fcpc-012na-970-1550nm-1m/51572/
https://www.edmundoptics.com/p/polarization-maintaining-high-er-patchcord-fcpc-012na-970-1550nm-1m/51573/
https://www.edmundoptics.com/p/polarization-maintaining-high-er-patchcord-fcapc-012na-1440-1625nm-1m/51574/
https://www.edmundoptics.com/p/polarization-maintaining-high-er-patchcord-fcapc-012na-1270-1625nm-1m/51575/
https://www.edmundoptics.com/p/polarization-maintaining-high-er-patchcord-fcapc-012na-970-1550nm-1m/51576/
https://www.edmundoptics.com/p/polarization-maintaining-high-er-patchcord-fcapc-012na-970-1550nm-1m/51577/
https://www.edmundoptics.com/p/polarization-maintaining-high-er-patchcord-hybrid-fc-012na-1440-1625nm-1m/51578/
https://www.edmundoptics.com/p/polarization-maintaining-high-er-patchcord-hybrid-fc-012na-1270-1625nm-1m/51579/
https://www.edmundoptics.com/p/polarization-maintaining-high-er-patchcord-hybrid-fc-012na-970-1550nm-1m/51580/
https://www.edmundoptics.com/p/polarization-maintaining-high-er-patchcord-hybrid-fc-012na-970-1550nm-1m/51581/
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